
Excellent protection of timer from Rot and termite

Easy to apply

For Interior and Exterior use

Product benefit

Product Name

Timbercare Cuprinated wood Preserver

Product Description

Timbercare Cuprinate Wood Preserver is a unique composition of copper salt and petroleum 
hydrocarbon specially formulated to protect the timber from rot and termite attack.

Product features

Areas of Application

Timber decks, garden furniture, timber fence etc

Available Packs  1 Lit, 4 Lit

Coverage Coverage - 14-16 Sqm/lit/coat*            
*Actual coverage may vary from the quoted coverage due to factors such as 
method and condition of application and surface roughness and porosity.

Colour Options Green

How to Apply

Pre Painting Steps 

Remove all dust, dirt and grease from the 
surface.

Waterproofi ng

PRODUCT BENEFITS

PRODUCT CODE 1051

SmartCare Damp Block
Asian Paints SmartCare Damp Block is a polymer modified, flexible cementatious waterproof coating. It is a single 
pack high performance cementatious product formulated with elastic waterproofing polymers, nano technology 
based additives and crystalline technology.

COLOURS AVAILABLE COVERAGE

RECOMMENDED USAGE

APPLICATION PROCESSPRE PAINTING STEPS

STEP 5 
PRIMER AND TOP COAT

STEP 4
LEVELING

STEP 3 
SECOND COAT SMARTCARE 
DAMP BLOCK
PUTTY KNIFE / TROWEL

STEP 1 
SELF PRIMING
SMARTCARE DAMP BLOCK
BRUSH N/A
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N/A
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WATER
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LEVEL THE WALL USING ASIAN PAINTS WALL PUTTY

CONTINUE NORMAL PAINTING USING PRIMER AND TOPCOAT

APPLICATION CODE DILUTION % APPLICATION 
VISCOSITY1

RECOATING 
PERIOD

THINNER

AVAILABLE PACKS

Shelf life: 1 year from date of manufacture in original tightly 
closed containers away from direct sunlight and excessive 
heat. 

Off 
White

PRODUCT FEATURES

HOW TO APPLY

1. Apply Damp Block at least 2 feet beyond in all directions from the affected area.
2. Apply an additional coat of Damp Block in case of severe dampness.
3. For best results, strictly follow the dilution and forced coverage requirements.

STEP 2  
FIRST COAT SMARTCARE 
DAMP BLOCK
PUTTY KNIFE / TROWEL 

DRYING TIME TO TOUCH
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HOURS

Can be used for damp interior walls adjacent to bathroom, kitchen and exteriors, walls affected by ground rising dampness and 
walls affected by efflorescence

Water Proofing 
Resists 4 bars negative hydrostatic pressure.

Crystalline & Nano Technology
Forms insoluble crystals inside plaster to block the water 
pathways. Contains nano sized particles to block the 
pores.

Flexibility
Able to accommodate minor plaster movements.

Adhesion
Excellent bond strength with cementatious substrates.

Water Vapour Breathability
Breathable enough to allow water vapour to pass while 
blocking liquid water, thus preventing vapour pressure 
build up,

Usage
Single pack and easy to apply.

2 kg 5 kg 10 kg

WATER BASED

On sound plaster using trowel

7.5
sq.ft/kg

CLEANING Surface should 
be free from any loose 
paint, dust or grease. 
Remove old paint, putty or 
existing POP using chisel, 
wire brush. Ensure you 
reach the cement plaster 
before product application.

REPAIRING Re-plaster if 
existing plaster is in very 
poor condition. Repair the 
concerned area to stop the 
source of dampness.

FILLING FOR CRACKS  
For filling cracks upto 3mm 
use Asian Paints Crack Seal.

* All Asian Paints products contain no added 
Lead, Mercury, Arsenic or Chromium 
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Waterproofing

PRODUCT BENEFITS

PRODUCT CODE 1048

SmartCare Damp Proof
Asian Paints SmartCare Damp Proof is a fiber reinforced elastomeric liquid applied water proofing membrane. It is 
formulated with select elastomeric and resilient acrylic polymers and reinforcing polyester fibers. Upon curing, it forms 
a thick, seamless, durable membrane thus offering ultimate waterproofing.

On RCC or plaster using brush or roller

COLOURS AVAILABLE COVERAGE
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APPLICATION PROCESSPRE PAINTING STEPS

STEP 3  
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APPLICATION CODE DILUTION % APPLICATION 
VISCOSITY1

RECOATING 
PERIOD

THINNER
PLASTER New masonary 
surfaces must be allowed 
to cure completely. It is 
recommended to allow 28 
days as the curing time for new 
masonary surfaces.

CLEANING Surface should be 
free from any loose paint, dust 
or grease. Remove all existing 
bitumen coatings completely. It 
is recommended to use intense 
wire brushing or high speed 
water jet for thorough cleaning.

REPAIRING The substrate must 
be checked for its soundness 
using small hammer. All cracks 
at corner joints, channels and 
parapets should be properly 
treated.

FILLING FOR CRACKS For 
filling cracks upto 3mm use 
Asian Paints Crack Seal. Bigger 
cracks, damaged portions and 
hollow areas must be repaired 
with polymer modified cement 
mortars.

AVAILABLE PACKS

Shelf life: 3 years from date of manufacture in original tightly 
closed containers away from direct sunlight and excessive 
heat. 

PRODUCT FEATURES

HOW TO APPLY

1. As measured through a Ford cup.
2. Apply an additional coat of Damp Proof in case of severe dampness.
3. For best results, strictly follow the dilution and forced coverage requirements.

STEP 2  
FIRST COAT WATERPROOFING
SMARTCARE DAMP PROOF
BRUSH / ROLLER

STEP 2  
FIRST COAT WATERPROOFING
SMARTCARE DAMP PROOF
BRUSH / ROLLER

DRYING TIME TO TOUCH
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Can be used for building roofs, terraces, parapet, sunshades and exterior vertical walls. It can also be applied on existing IPS, 
sound brick-bat coba or cementatious waterproofing.

Water proofing 
Waterproofing protection of up to7 bars hydrostatic 
pressure.

Crack bridging
Unmatched crack bridging ability due to elastomeric 
properties.

Mechanical strength
Reinforced with glass fibers for superior abrasion 
resistance.

Adhesion
Strong adhesion to masonry substrates.

High sheen
High sheen, brilliant white colour and thick coat results 
in high levels of heat reflectance.

Anti carbonation
Reduces carbon dioxide and chloride ion diffusion thus 
protecting re-bars against corrosion.

Use & maintenance
Single pack, easy to apply and simple re-coating.

4 ltr 20 ltr

WATER BASED

HORIZONTAL SURFACE

VERTICAL SURFACE

White
Recommended
System
10  sq.ft/ltr
on terraces

1 COAT
20 - 25 sq.ft/ltr
on vertical walls

* All Asian Paints products contain no added 
Lead, Mercury, Arsenic or Chromium 
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PRODUCT BENEFITS

PRODUCT CODE 1048

SmartCare Damp Proof
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a thick, seamless, durable membrane thus offering ultimate waterproofing.
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PRODUCT BENEFITS
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PRODUCT BENEFITS

PRODUCT CODE 1048

SmartCare Damp Proof
Asian Paints SmartCare Damp Proof is a fiber reinforced elastomeric liquid applied water proofing membrane. It is 
formulated with select elastomeric and resilient acrylic polymers and reinforcing polyester fibers. Upon curing, it forms 
a thick, seamless, durable membrane thus offering ultimate waterproofing.

On RCC or plaster using brush or roller

COLOURS AVAILABLE COVERAGE

RECOMMENDED USAGE

APPLICATION PROCESSPRE PAINTING STEPS

STEP 3  
SECOND COAT WATERPROOFING 
SMARTCARE DAMP PROOF
BRUSH / ROLLER

STEP 3  
FIRST COAT 
APEX / ULTIMA
BRUSH / ROLLER
STEP 4  
SECOND COAT 
APEX / ULTIMA
BRUSH / ROLLER

STEP 1 
SELF PRIMING
SMARTCARE DAMP PROOF
BRUSH

STEP 1 
SELF PRIMING
SMARTCARE DAMP PROOF
BRUSH

N/A

N/A

N/A

N/A

N/A

N/A

N/A

33%

33%

N/A

N/A

N/A

40%

40%

1048

1048

1048

1048

1048

1048

1048

4 - 6 HRS

4 - 6 HRS

4 - 6 HRS

4 - 6 HRS

4 - 6 HRS

4 - 6 HRS

4 - 6 HRS

WATER

WATER

N/A

N/A

N/A

WATER

WATER

APPLICATION CODE DILUTION % APPLICATION 
VISCOSITY1

RECOATING 
PERIOD

THINNER
PLASTER New masonary 
surfaces must be allowed 
to cure completely. It is 
recommended to allow 28 
days as the curing time for new 
masonary surfaces.

CLEANING Surface should be 
free from any loose paint, dust 
or grease. Remove all existing 
bitumen coatings completely. It 
is recommended to use intense 
wire brushing or high speed 
water jet for thorough cleaning.

REPAIRING The substrate must 
be checked for its soundness 
using small hammer. All cracks 
at corner joints, channels and 
parapets should be properly 
treated.

FILLING FOR CRACKS For 
filling cracks upto 3mm use 
Asian Paints Crack Seal. Bigger 
cracks, damaged portions and 
hollow areas must be repaired 
with polymer modified cement 
mortars.

AVAILABLE PACKS

Shelf life: 3 years from date of manufacture in original tightly 
closed containers away from direct sunlight and excessive 
heat. 

PRODUCT FEATURES

HOW TO APPLY

1. As measured through a Ford cup.
2. Apply an additional coat of Damp Proof in case of severe dampness.
3. For best results, strictly follow the dilution and forced coverage requirements.

STEP 2  
FIRST COAT WATERPROOFING
SMARTCARE DAMP PROOF
BRUSH / ROLLER

STEP 2  
FIRST COAT WATERPROOFING
SMARTCARE DAMP PROOF
BRUSH / ROLLER

DRYING TIME TO TOUCH

0

15

30

45 4-6 
HOURS

Can be used for building roofs, terraces, parapet, sunshades and exterior vertical walls. It can also be applied on existing IPS, 
sound brick-bat coba or cementatious waterproofing.

Water proofing 
Waterproofing protection of up to7 bars hydrostatic 
pressure.

Crack bridging
Unmatched crack bridging ability due to elastomeric 
properties.

Mechanical strength
Reinforced with glass fibers for superior abrasion 
resistance.

Adhesion
Strong adhesion to masonry substrates.

High sheen
High sheen, brilliant white colour and thick coat results 
in high levels of heat reflectance.

Anti carbonation
Reduces carbon dioxide and chloride ion diffusion thus 
protecting re-bars against corrosion.

Use & maintenance
Single pack, easy to apply and simple re-coating.

4 ltr 20 ltr

WATER BASED

HORIZONTAL SURFACE

VERTICAL SURFACE

White
Recommended
System
10  sq.ft/ltr
on terraces

1 COAT
20 - 25 sq.ft/ltr
on vertical walls

* All Asian Paints products contain no added 
Lead, Mercury, Arsenic or Chromium 

from April 2008.

Waterproofing

PRODUCT BENEFITS

PRODUCT CODE 1048

SmartCare Damp Proof
Asian Paints SmartCare Damp Proof is a fiber reinforced elastomeric liquid applied water proofing membrane. It is 
formulated with select elastomeric and resilient acrylic polymers and reinforcing polyester fibers. Upon curing, it forms 
a thick, seamless, durable membrane thus offering ultimate waterproofing.

On RCC or plaster using brush or roller

COLOURS AVAILABLE COVERAGE

RECOMMENDED USAGE

APPLICATION PROCESSPRE PAINTING STEPS

STEP 3  
SECOND COAT WATERPROOFING 
SMARTCARE DAMP PROOF
BRUSH / ROLLER

STEP 3  
FIRST COAT 
APEX / ULTIMA
BRUSH / ROLLER
STEP 4  
SECOND COAT 
APEX / ULTIMA
BRUSH / ROLLER

STEP 1 
SELF PRIMING
SMARTCARE DAMP PROOF
BRUSH

STEP 1 
SELF PRIMING
SMARTCARE DAMP PROOF
BRUSH

N/A

N/A

N/A

N/A

N/A

N/A

N/A

33%

33%

N/A

N/A

N/A

40%

40%

1048

1048

1048

1048

1048

1048

1048

4 - 6 HRS

4 - 6 HRS

4 - 6 HRS

4 - 6 HRS

4 - 6 HRS

4 - 6 HRS

4 - 6 HRS

WATER

WATER

N/A

N/A

N/A

WATER

WATER

APPLICATION CODE DILUTION % APPLICATION 
VISCOSITY1

RECOATING 
PERIOD

THINNER
PLASTER New masonary 
surfaces must be allowed 
to cure completely. It is 
recommended to allow 28 
days as the curing time for new 
masonary surfaces.

CLEANING Surface should be 
free from any loose paint, dust 
or grease. Remove all existing 
bitumen coatings completely. It 
is recommended to use intense 
wire brushing or high speed 
water jet for thorough cleaning.

REPAIRING The substrate must 
be checked for its soundness 
using small hammer. All cracks 
at corner joints, channels and 
parapets should be properly 
treated.

FILLING FOR CRACKS For 
filling cracks upto 3mm use 
Asian Paints Crack Seal. Bigger 
cracks, damaged portions and 
hollow areas must be repaired 
with polymer modified cement 
mortars.

AVAILABLE PACKS

Shelf life: 3 years from date of manufacture in original tightly 
closed containers away from direct sunlight and excessive 
heat. 

PRODUCT FEATURES

HOW TO APPLY

1. As measured through a Ford cup.
2. Apply an additional coat of Damp Proof in case of severe dampness.
3. For best results, strictly follow the dilution and forced coverage requirements.

STEP 2  
FIRST COAT WATERPROOFING
SMARTCARE DAMP PROOF
BRUSH / ROLLER

STEP 2  
FIRST COAT WATERPROOFING
SMARTCARE DAMP PROOF
BRUSH / ROLLER

DRYING TIME TO TOUCH

0

15

30

45 4-6 
HOURS

Can be used for building roofs, terraces, parapet, sunshades and exterior vertical walls. It can also be applied on existing IPS, 
sound brick-bat coba or cementatious waterproofing.

Water proofing 
Waterproofing protection of up to7 bars hydrostatic 
pressure.

Crack bridging
Unmatched crack bridging ability due to elastomeric 
properties.

Mechanical strength
Reinforced with glass fibers for superior abrasion 
resistance.

Adhesion
Strong adhesion to masonry substrates.

High sheen
High sheen, brilliant white colour and thick coat results 
in high levels of heat reflectance.

Anti carbonation
Reduces carbon dioxide and chloride ion diffusion thus 
protecting re-bars against corrosion.

Use & maintenance
Single pack, easy to apply and simple re-coating.

4 ltr 20 ltr

WATER BASED

HORIZONTAL SURFACE

VERTICAL SURFACE

White
Recommended
System
10  sq.ft/ltr
on terraces

1 COAT
20 - 25 sq.ft/ltr
on vertical walls

* All Asian Paints products contain no added 
Lead, Mercury, Arsenic or Chromium 

from April 2008.

Waterproofing

PRODUCT BENEFITS

PRODUCT CODE 1048

SmartCare Damp Proof
Asian Paints SmartCare Damp Proof is a fiber reinforced elastomeric liquid applied water proofing membrane. It is 
formulated with select elastomeric and resilient acrylic polymers and reinforcing polyester fibers. Upon curing, it forms 
a thick, seamless, durable membrane thus offering ultimate waterproofing.

On RCC or plaster using brush or roller

COLOURS AVAILABLE COVERAGE

RECOMMENDED USAGE

APPLICATION PROCESSPRE PAINTING STEPS

STEP 3  
SECOND COAT WATERPROOFING 
SMARTCARE DAMP PROOF
BRUSH / ROLLER

STEP 3  
FIRST COAT 
APEX / ULTIMA
BRUSH / ROLLER
STEP 4  
SECOND COAT 
APEX / ULTIMA
BRUSH / ROLLER

STEP 1 
SELF PRIMING
SMARTCARE DAMP PROOF
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APPLICATION CODE DILUTION % APPLICATION 
VISCOSITY1

RECOATING 
PERIOD

THINNER
PLASTER New masonary 
surfaces must be allowed 
to cure completely. It is 
recommended to allow 28 
days as the curing time for new 
masonary surfaces.

CLEANING Surface should be 
free from any loose paint, dust 
or grease. Remove all existing 
bitumen coatings completely. It 
is recommended to use intense 
wire brushing or high speed 
water jet for thorough cleaning.

REPAIRING The substrate must 
be checked for its soundness 
using small hammer. All cracks 
at corner joints, channels and 
parapets should be properly 
treated.

FILLING FOR CRACKS For 
filling cracks upto 3mm use 
Asian Paints Crack Seal. Bigger 
cracks, damaged portions and 
hollow areas must be repaired 
with polymer modified cement 
mortars.

AVAILABLE PACKS

Shelf life: 3 years from date of manufacture in original tightly 
closed containers away from direct sunlight and excessive 
heat. 

PRODUCT FEATURES

HOW TO APPLY

1. As measured through a Ford cup.
2. Apply an additional coat of Damp Proof in case of severe dampness.
3. For best results, strictly follow the dilution and forced coverage requirements.

STEP 2  
FIRST COAT WATERPROOFING
SMARTCARE DAMP PROOF
BRUSH / ROLLER

STEP 2  
FIRST COAT WATERPROOFING
SMARTCARE DAMP PROOF
BRUSH / ROLLER

DRYING TIME TO TOUCH

0

15

30

45 4-6 
HOURS

Can be used for building roofs, terraces, parapet, sunshades and exterior vertical walls. It can also be applied on existing IPS, 
sound brick-bat coba or cementatious waterproofing.

Water proofing 
Waterproofing protection of up to7 bars hydrostatic 
pressure.

Crack bridging
Unmatched crack bridging ability due to elastomeric 
properties.

Mechanical strength
Reinforced with glass fibers for superior abrasion 
resistance.

Adhesion
Strong adhesion to masonry substrates.

High sheen
High sheen, brilliant white colour and thick coat results 
in high levels of heat reflectance.

Anti carbonation
Reduces carbon dioxide and chloride ion diffusion thus 
protecting re-bars against corrosion.

Use & maintenance
Single pack, easy to apply and simple re-coating.

4 ltr 20 ltr

WATER BASED

HORIZONTAL SURFACE

VERTICAL SURFACE

White
Recommended
System
10  sq.ft/ltr
on terraces

1 COAT
20 - 25 sq.ft/ltr
on vertical walls

* All Asian Paints products contain no added 
Lead, Mercury, Arsenic or Chromium 

from April 2008.

Waterproofing

PRODUCT BENEFITS

PRODUCT CODE 1048

SmartCare Damp Proof
Asian Paints SmartCare Damp Proof is a fiber reinforced elastomeric liquid applied water proofing membrane. It is 
formulated with select elastomeric and resilient acrylic polymers and reinforcing polyester fibers. Upon curing, it forms 
a thick, seamless, durable membrane thus offering ultimate waterproofing.

On RCC or plaster using brush or roller
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at corner joints, channels and 
parapets should be properly 
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FILLING FOR CRACKS For 
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Can be used for building roofs, terraces, parapet, sunshades and exterior vertical walls. It can also be applied on existing IPS, 
sound brick-bat coba or cementatious waterproofing.

Water proofing 
Waterproofing protection of up to7 bars hydrostatic 
pressure.

Crack bridging
Unmatched crack bridging ability due to elastomeric 
properties.

Mechanical strength
Reinforced with glass fibers for superior abrasion 
resistance.

Adhesion
Strong adhesion to masonry substrates.

High sheen
High sheen, brilliant white colour and thick coat results 
in high levels of heat reflectance.

Anti carbonation
Reduces carbon dioxide and chloride ion diffusion thus 
protecting re-bars against corrosion.

Use & maintenance
Single pack, easy to apply and simple re-coating.
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Waterproofing

PRODUCT BENEFITS

PRODUCT CODE 1048

SmartCare Damp Proof
Asian Paints SmartCare Damp Proof is a fiber reinforced elastomeric liquid applied water proofing membrane. It is 
formulated with select elastomeric and resilient acrylic polymers and reinforcing polyester fibers. Upon curing, it forms 
a thick, seamless, durable membrane thus offering ultimate waterproofing.

On RCC or plaster using brush or roller
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or grease. Remove all existing 
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wire brushing or high speed 
water jet for thorough cleaning.

REPAIRING The substrate must 
be checked for its soundness 
using small hammer. All cracks 
at corner joints, channels and 
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filling cracks upto 3mm use 
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Can be used for building roofs, terraces, parapet, sunshades and exterior vertical walls. It can also be applied on existing IPS, 
sound brick-bat coba or cementatious waterproofing.

Water proofing 
Waterproofing protection of up to7 bars hydrostatic 
pressure.

Crack bridging
Unmatched crack bridging ability due to elastomeric 
properties.

Mechanical strength
Reinforced with glass fibers for superior abrasion 
resistance.

Adhesion
Strong adhesion to masonry substrates.

High sheen
High sheen, brilliant white colour and thick coat results 
in high levels of heat reflectance.

Anti carbonation
Reduces carbon dioxide and chloride ion diffusion thus 
protecting re-bars against corrosion.

Use & maintenance
Single pack, easy to apply and simple re-coating.
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Waterproofing

PRODUCT BENEFITS

PRODUCT CODE 1048

SmartCare Damp Proof
Asian Paints SmartCare Damp Proof is a fiber reinforced elastomeric liquid applied water proofing membrane. It is 
formulated with select elastomeric and resilient acrylic polymers and reinforcing polyester fibers. Upon curing, it forms 
a thick, seamless, durable membrane thus offering ultimate waterproofing.

On RCC or plaster using brush or roller
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free from any loose paint, dust 
or grease. Remove all existing 
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wire brushing or high speed 
water jet for thorough cleaning.

REPAIRING The substrate must 
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at corner joints, channels and 
parapets should be properly 
treated.
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filling cracks upto 3mm use 
Asian Paints Crack Seal. Bigger 
cracks, damaged portions and 
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Can be used for building roofs, terraces, parapet, sunshades and exterior vertical walls. It can also be applied on existing IPS, 
sound brick-bat coba or cementatious waterproofing.

Water proofing 
Waterproofing protection of up to7 bars hydrostatic 
pressure.

Crack bridging
Unmatched crack bridging ability due to elastomeric 
properties.

Mechanical strength
Reinforced with glass fibers for superior abrasion 
resistance.

Adhesion
Strong adhesion to masonry substrates.

High sheen
High sheen, brilliant white colour and thick coat results 
in high levels of heat reflectance.

Anti carbonation
Reduces carbon dioxide and chloride ion diffusion thus 
protecting re-bars against corrosion.

Use & maintenance
Single pack, easy to apply and simple re-coating.
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Waterproofing

PRODUCT BENEFITS

PRODUCT CODE 1048

SmartCare Damp Proof
Asian Paints SmartCare Damp Proof is a fiber reinforced elastomeric liquid applied water proofing membrane. It is 
formulated with select elastomeric and resilient acrylic polymers and reinforcing polyester fibers. Upon curing, it forms 
a thick, seamless, durable membrane thus offering ultimate waterproofing.

On RCC or plaster using brush or roller
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Can be used for building roofs, terraces, parapet, sunshades and exterior vertical walls. It can also be applied on existing IPS, 
sound brick-bat coba or cementatious waterproofing.

Water proofing 
Waterproofing protection of up to7 bars hydrostatic 
pressure.

Crack bridging
Unmatched crack bridging ability due to elastomeric 
properties.

Mechanical strength
Reinforced with glass fibers for superior abrasion 
resistance.

Adhesion
Strong adhesion to masonry substrates.

High sheen
High sheen, brilliant white colour and thick coat results 
in high levels of heat reflectance.

Anti carbonation
Reduces carbon dioxide and chloride ion diffusion thus 
protecting re-bars against corrosion.

Use & maintenance
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Waterproofing

PRODUCT BENEFITS

PRODUCT CODE 1048

SmartCare Damp Proof
Asian Paints SmartCare Damp Proof is a fiber reinforced elastomeric liquid applied water proofing membrane. It is 
formulated with select elastomeric and resilient acrylic polymers and reinforcing polyester fibers. Upon curing, it forms 
a thick, seamless, durable membrane thus offering ultimate waterproofing.

On RCC or plaster using brush or roller

COLOURS AVAILABLE COVERAGE

RECOMMENDED USAGE

APPLICATION PROCESSPRE PAINTING STEPS

STEP 3  
SECOND COAT WATERPROOFING 
SMARTCARE DAMP PROOF
BRUSH / ROLLER

STEP 3  
FIRST COAT 
APEX / ULTIMA
BRUSH / ROLLER
STEP 4  
SECOND COAT 
APEX / ULTIMA
BRUSH / ROLLER

STEP 1 
SELF PRIMING
SMARTCARE DAMP PROOF
BRUSH

STEP 1 
SELF PRIMING
SMARTCARE DAMP PROOF
BRUSH

N/A

N/A

N/A

N/A

N/A

N/A

N/A

33%

33%

N/A

N/A

N/A

40%

40%

1048

1048

1048

1048

1048

1048

1048

4 - 6 HRS

4 - 6 HRS

4 - 6 HRS

4 - 6 HRS

4 - 6 HRS

4 - 6 HRS

4 - 6 HRS

WATER

WATER

N/A

N/A

N/A

WATER

WATER

APPLICATION CODE DILUTION % APPLICATION 
VISCOSITY1

RECOATING 
PERIOD

THINNER
PLASTER New masonary 
surfaces must be allowed 
to cure completely. It is 
recommended to allow 28 
days as the curing time for new 
masonary surfaces.

CLEANING Surface should be 
free from any loose paint, dust 
or grease. Remove all existing 
bitumen coatings completely. It 
is recommended to use intense 
wire brushing or high speed 
water jet for thorough cleaning.

REPAIRING The substrate must 
be checked for its soundness 
using small hammer. All cracks 
at corner joints, channels and 
parapets should be properly 
treated.

FILLING FOR CRACKS For 
filling cracks upto 3mm use 
Asian Paints Crack Seal. Bigger 
cracks, damaged portions and 
hollow areas must be repaired 
with polymer modified cement 
mortars.

AVAILABLE PACKS

Shelf life: 3 years from date of manufacture in original tightly 
closed containers away from direct sunlight and excessive 
heat. 

PRODUCT FEATURES

HOW TO APPLY

1. As measured through a Ford cup.
2. Apply an additional coat of Damp Proof in case of severe dampness.
3. For best results, strictly follow the dilution and forced coverage requirements.

STEP 2  
FIRST COAT WATERPROOFING
SMARTCARE DAMP PROOF
BRUSH / ROLLER
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Can be used for building roofs, terraces, parapet, sunshades and exterior vertical walls. It can also be applied on existing IPS, 
sound brick-bat coba or cementatious waterproofing.

Water proofing 
Waterproofing protection of up to7 bars hydrostatic 
pressure.

Crack bridging
Unmatched crack bridging ability due to elastomeric 
properties.

Mechanical strength
Reinforced with glass fibers for superior abrasion 
resistance.

Adhesion
Strong adhesion to masonry substrates.

High sheen
High sheen, brilliant white colour and thick coat results 
in high levels of heat reflectance.

Anti carbonation
Reduces carbon dioxide and chloride ion diffusion thus 
protecting re-bars against corrosion.

Use & maintenance
Single pack, easy to apply and simple re-coating.

4 ltr 20 ltr

WATER BASED

HORIZONTAL SURFACE

VERTICAL SURFACE

White
Recommended
System
10  sq.ft/ltr
on terraces

1 COAT
20 - 25 sq.ft/ltr
on vertical walls

* All Asian Paints products contain no added 
Lead, Mercury, Arsenic or Chromium 

from April 2008.

PLASTER New masonary
surfaces must be allowed
to cure completely. It is
recommended to allow 28
days as the curing time for new
masonary surfaces.

CLEANING Surface should be
free from any loose paint, dust
or grease. Remove all existing
bitumen coatings completely. It
is recommended to use intense
wire brushing or high speed
water jet for thorough cleaning.

REPAIRING The substrate must
be checked for its soundness
using small hammer. All cracks
at corner joints, channels and
parapets should be properly
treated.

FILLING FOR CRACKS For
filling cracks upto 3mm use
suitable compound. Bigger
cracks, damaged portions and
hollow areas must be repaired
with polymer modified cement
mortars.

VIllA SuNFAST

VIllA SuNFAST

Waterproofi ng

PRODUCT BENEFITS

PRODUCT CODE 1051

SmartCare Damp Block
Asian Paints SmartCare Damp Block is a polymer modified, flexible cementatious waterproof coating. It is a single 
pack high performance cementatious product formulated with elastic waterproofing polymers, nano technology 
based additives and crystalline technology.

COLOURS AVAILABLE COVERAGE

RECOMMENDED USAGE

APPLICATION PROCESSPRE PAINTING STEPS

STEP 5 
PRIMER AND TOP COAT

STEP 4
LEVELING

STEP 3 
SECOND COAT SMARTCARE 
DAMP BLOCK
PUTTY KNIFE / TROWEL

STEP 1 
SELF PRIMING
SMARTCARE DAMP BLOCK
BRUSH N/A

N/A

N/A

100%

33%

33%
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1051
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WATER
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WATER

LEVEL THE WALL USING ASIAN PAINTS WALL PUTTY

CONTINUE NORMAL PAINTING USING PRIMER AND TOPCOAT

APPLICATION CODE DILUTION % APPLICATION 
VISCOSITY1

RECOATING 
PERIOD

THINNER

AVAILABLE PACKS

Shelf life: 1 year from date of manufacture in original tightly 
closed containers away from direct sunlight and excessive 
heat. 

Off 
White

PRODUCT FEATURES

HOW TO APPLY

1. Apply Damp Block at least 2 feet beyond in all directions from the affected area.
2. Apply an additional coat of Damp Block in case of severe dampness.
3. For best results, strictly follow the dilution and forced coverage requirements.

STEP 2  
FIRST COAT SMARTCARE 
DAMP BLOCK
PUTTY KNIFE / TROWEL 

DRYING TIME TO TOUCH
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30
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HOURS

Can be used for damp interior walls adjacent to bathroom, kitchen and exteriors, walls affected by ground rising dampness and 
walls affected by efflorescence

Water Proofing 
Resists 4 bars negative hydrostatic pressure.

Crystalline & Nano Technology
Forms insoluble crystals inside plaster to block the water 
pathways. Contains nano sized particles to block the 
pores.

Flexibility
Able to accommodate minor plaster movements.

Adhesion
Excellent bond strength with cementatious substrates.

Water Vapour Breathability
Breathable enough to allow water vapour to pass while 
blocking liquid water, thus preventing vapour pressure 
build up,

Usage
Single pack and easy to apply.

2 kg 5 kg 10 kg

WATER BASED

On sound plaster using trowel

7.5
sq.ft/kg

CLEANING Surface should 
be free from any loose 
paint, dust or grease. 
Remove old paint, putty or 
existing POP using chisel, 
wire brush. Ensure you 
reach the cement plaster 
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For filling cracks upto 3mm 
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* All Asian Paints products contain no added 
Lead, Mercury, Arsenic or Chromium 
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PRODUCT BENEFITS

PRODUCT CODE 1048

SmartCare Damp Proof
Asian Paints SmartCare Damp Proof is a fiber reinforced elastomeric liquid applied water proofing membrane. It is 
formulated with select elastomeric and resilient acrylic polymers and reinforcing polyester fibers. Upon curing, it forms 
a thick, seamless, durable membrane thus offering ultimate waterproofing.

On RCC or plaster using brush or roller
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RECOMMENDED USAGE

APPLICATION PROCESSPRE PAINTING STEPS

STEP 3  
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APPLICATION CODE DILUTION % APPLICATION 
VISCOSITY1

RECOATING 
PERIOD

THINNER
PLASTER New masonary 
surfaces must be allowed 
to cure completely. It is 
recommended to allow 28 
days as the curing time for new 
masonary surfaces.

CLEANING Surface should be 
free from any loose paint, dust 
or grease. Remove all existing 
bitumen coatings completely. It 
is recommended to use intense 
wire brushing or high speed 
water jet for thorough cleaning.

REPAIRING The substrate must 
be checked for its soundness 
using small hammer. All cracks 
at corner joints, channels and 
parapets should be properly 
treated.

FILLING FOR CRACKS For 
filling cracks upto 3mm use 
Asian Paints Crack Seal. Bigger 
cracks, damaged portions and 
hollow areas must be repaired 
with polymer modified cement 
mortars.

AVAILABLE PACKS

Shelf life: 3 years from date of manufacture in original tightly 
closed containers away from direct sunlight and excessive 
heat. 

PRODUCT FEATURES

HOW TO APPLY

1. As measured through a Ford cup.
2. Apply an additional coat of Damp Proof in case of severe dampness.
3. For best results, strictly follow the dilution and forced coverage requirements.

STEP 2  
FIRST COAT WATERPROOFING
SMARTCARE DAMP PROOF
BRUSH / ROLLER
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FIRST COAT WATERPROOFING
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DRYING TIME TO TOUCH
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Can be used for building roofs, terraces, parapet, sunshades and exterior vertical walls. It can also be applied on existing IPS, 
sound brick-bat coba or cementatious waterproofing.

Water proofing 
Waterproofing protection of up to7 bars hydrostatic 
pressure.

Crack bridging
Unmatched crack bridging ability due to elastomeric 
properties.

Mechanical strength
Reinforced with glass fibers for superior abrasion 
resistance.

Adhesion
Strong adhesion to masonry substrates.

High sheen
High sheen, brilliant white colour and thick coat results 
in high levels of heat reflectance.

Anti carbonation
Reduces carbon dioxide and chloride ion diffusion thus 
protecting re-bars against corrosion.

Use & maintenance
Single pack, easy to apply and simple re-coating.

4 ltr 20 ltr

WATER BASED

HORIZONTAL SURFACE

VERTICAL SURFACE

White
Recommended
System
10  sq.ft/ltr
on terraces

1 COAT
20 - 25 sq.ft/ltr
on vertical walls

* All Asian Paints products contain no added 
Lead, Mercury, Arsenic or Chromium 
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Can be used for building roofs, terraces, parapet, sunshades and exterior vertical walls. It can also be applied on existing IPS, 
sound brick-bat coba or cementatious waterproofing.

Water proofing 
Waterproofing protection of up to7 bars hydrostatic 
pressure.

Crack bridging
Unmatched crack bridging ability due to elastomeric 
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Reinforced with glass fibers for superior abrasion 
resistance.

Adhesion
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High sheen
High sheen, brilliant white colour and thick coat results 
in high levels of heat reflectance.

Anti carbonation
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protecting re-bars against corrosion.

Use & maintenance
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PLASTER New masonary
surfaces must be allowed
to cure completely. It is
recommended to allow 28
days as the curing time for new
masonary surfaces.

CLEANING Surface should be
free from any loose paint, dust
or grease. Remove all existing
bitumen coatings completely. It
is recommended to use intense
wire brushing or high speed
water jet for thorough cleaning.

REPAIRING The substrate must
be checked for its soundness
using small hammer. All cracks
at corner joints, channels and
parapets should be properly
treated.

FILLING FOR CRACKS For
filling cracks upto 3mm use
suitable compound. Bigger
cracks, damaged portions and
hollow areas must be repaired
with polymer modified cement
mortars.

VIllA SuNFAST

VIllA SuNFAST

If any mould or fungus is present on the 
surface, treat it with commercially available 
bleaching agent and then wash with water 
thoroughly. Allow complete drying.

Fill nail-holes cracks etc with suitable filler and 
sand smooth using 220-mesh sandpaper.

Apply suitable sealer or primer to prepare an 
even surface.



Drying Time

Finish - Type / Category
Wood Preserver

Additional Information 

Thinning & Clean Up Enamel Thinner 600./ Mineral Turps. The product is designed for undiluted application.                                        

Toxicity Non-toxic and lead free.

Flammability Highly flammable, Dangerous goods class 3.2, flash point 32 degree Celsius UN 1263, PG III.
Keep away from sources of ignition.

Safety Precautions • Do not apply when surface temperature is below 10°C.

• Provide adequate ventilation during use.

• Keep out of reach of children.

Touch Dry 20 min

Recoating Time 2-4 hrs
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Paint Application / System

•	 Stir the contents thoroughly before use.

•	 Apply one coat of Cuprinate and allow it to get soaked in 
to the timber.

•	 Apply second coat by allowing the first coat to dry for 2-4 
hours. Generally two or three coats are sufficient.

DISCLAIMER:
Although the facts and suggestions in this publication are based on our own research and are believed reliable, we cannot assume any responsibility for performance or results obtained 
through the use of our products herein described, nor do we accept any liability for loss or damages directly caused by our products.  The user is held to check the quality, safety and 
all other properties of our product prior to use.  Nothing herein is to be taken as permission, inducement or recommendation to practice any patented invention without a license.

Factory:
P.O. Box 694, Lautoka, FIJI.
Ph: 679 6662799; Fax: 679 - 6663959 
Email: contact.fiji@apcocoatings.com

Suva Office:
P.O. Box 4202, Samabula, Suva. FIJI.
Ph : (679) 3371267/68; Fax: (679) 3371269 
Email: contact.fiji@apcocoatings.com

(Division of Asian Paints (SP) Limited)


